
Weight 

Dynamic Static
d D B grease oil kg

24122 110 180 69 345 560 1000 1400 6,520
24124 120 200 80 430 710 900 1200 10,100
24126 130 210 80 440 750 900 1200 10,200
24128 140 225 85 500 870 850 1100 12,400
24130 150 250 100 670 1140 800 1000 18,700
24132 160 270 109 780 1320 700 900 24,300
24134 170 280 109 800 1390 670 850 25,600
24136 180 300 118 915 1620 630 800 32,100
24138 190 320 128 1050 1875 600 750 40,100
24140 200 340 140 1185 2100 560 700 50,100
24144 220 370 150 1380 2510 500 630 62,500
24148 240 400 160 1575 2900 480 600 78,800
24152 260 440 180 1960 3600 430 530 108,000
24156 280 460 180 2000 3825 400 500 114,000
24160 300 500 200 2460 4720 360 450 152,000
24164 320 540 218 2800 5325 340 430 196,000
24168 340 580 243 3495 6480 320 400 225,000
24172 380 600 243 3360 6480 300 380 265,000
24176 380 620 243 3450 6860 190 260 292,000
24180 400 650 250 3660 7300 180 240 329,000
24184 420 700 280 4310 8550 170 220 440,000
24188 440 720 280 4485 9150 170 220 456,000
24192 460 760 300 5430 10950 160 200 550,000
24196 480 790 308 5430 11250 150 190 608,000

241/500 500 830 325 6470 12750 140 180 716,000

serie 24100

Bearing 
Number

Nominal dimensions Load ratings (kN) Limiting speed

(rpm)


